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CORP. STOP:

PACK JOINT COMPRESSION
FITTINGS MUST COMPLY WITH
MAG SECTION 610.14.
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#2 METER BOX

30 INCHES
MIN. COVER
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ANGLE METER STOP OR
ANGLE BALL VALVE PACK
JOINT COMPRESSION FITTINGS
MUST COMPLY WITH MAG

SECTION 610.14.

I SEE NOTE #6
JONES #J—979 DOUBLE STRAP
BRONZE SERVICE SADDLE WITH
I.P. THREAD OR APPROVED SERVICE LINE:
EQUAL FOR ALL DUCTILE IRON, TYPE K SOFT COPPER PER MAG SPEC.
A, G, AND CAST IRON PIPE. FULL 7541 FOR 1 1/2" AND 2" SERVICES.
CIRCLE BRONZE SERVICE SADDLE
FOR ALL PVC PIPE.
NOTE: 1. All taps must be made using a service saddle.

2. All service line sizes shall have the pack joint compression fittings for corp. stops and meter stops.

3. Where a contractor is installing new water lines, he shall also install the water service connection.

The installation shall include the service saddle, corp. stop, service pipe, appurtenant fittings, meter stop,
concrete meter box and box cover, per M.A.G. Specifications.

4, Copper service lines in the 1 1/2", and 2" sizes that cross streets will be one continuous piece.

Only with the express written consent of Water & Wastewater Operations will joints be permitted under
a road. When this occurs, pack joint fittings will be required; no soldered joints will be permitted.

5. When all or part of a development is to be served by existing City of Scottsdale water mains, only
authorized City of Scottsdale Water and Wastewater Operations personnel shall install the fire service
connection.

6. Fire Department I|dentification Tag is required. Water resistant tag shall be affixed to valve in meter box
and shall state: "DO NOT CLOSE! Fire Sprinkler Supply Line”.
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